
IAPMO Research and Testing, Inc. is a product certification body which tests and inspects samples taken from the supplier's stock or from the market or a
combination of both to verify compliance to the requirements of applicable codes and standards. This activity is coupled with periodic surveillance of the
supplier's factory and warehouses as well as the assessment of the supplier's Quality Assurance System. This listing is subject to the conditions set forth in
the characteristics below and is not to be construed as any recommendation, assurance or guarantee by IAPMO Research and Testing, Inc. of the product
acceptance by Authorities Having Jurisdiction.

Effective Date: February 2008  -Rev. 10/1/2008- Void After: February 2009

Product: Suction Fittings File No. SP-4900

Issued To: Aquastar Pool Products, Inc.
1666 Garnet Ave. #224
San Diego, CA 92109

IDENTIFICATION: USPC® certification mark shall be on outside visible of cover. 

Manufacturer's name or logo, flow rate in GPM, and model designation

shall be on visible surface or under cover or on body of fitting.

CHARACTERISTICS: The assembly is comprised of safety cover (brass, stainless steel, or

plastic) drain ring and security screws.  The cover must require the use

of a tool to remove it.  May or may not be self-draining.  For use in

spas, whirlpool bath tubs and hot tubs.  To be installed in accordance

with the manufacturer's instructions and the latest edition of the

USPC®.

Products comply with the applicable sections of the latest edition of

the Uniform Swimming Pool, Spa and Hot Tub Code®.  Manufactured in

compliance with ASME A112.19.8M-87(RA96).

Products listed on this certificate have been tested by an IAPMO R&T

recognized laboratory.  This recognition has been granted based upon the

laboratory’s compliance to the applicable requirements of ISO/IEC 17025.
MODELS:
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Note: Models preceded by a "*" indicates the model is in compliance with ASME A112.19.8-2007.

4RND-XXX (44 GPM), LP8AV-XXX (152 GPM), 8AV-XXX (180 GPM)
8CC-XXX (210 GPM), 8FL-XXX (210 GPM), 9XXX (217GPM),
10FL-XXX (220 GPM), *10AV-XXX (Floor: 206 GPM, Wall: 96 GPM)
12XXX(217GPM)

*32CDAV-XXX (Floor: 236 GPM, Wall: 136 GPM)
*32CDAVFR-XXX (Floor: 236 GPM, Wall: 136 GPM)
*32CDAVV-XXX (Floor: 236 GPM, Wall: 136 GPM)
*32CDAVAC-XXX (Floor: 236 GPM, Wall: 136 GPM)

*32CDFL-XXX (Floor: 316 GPM, Wall: 208 GPM)
*32CDFLFR-XXX (Floor: 316 GPM, Wall: 208 GPM)
*32CDFLV-XXX (Floor: 316 GPM, Wall: 208 GPM)
*32CDFLAC-XXX (Floor: 316 GPM, Wall: 208 GPM)

*RFS9xxx (Floor: 88 GPM, Wall: 70 GPM)
*RFS12xxx (Floor: 206 GPM, Wall: 96 GPM)
*LPRFS9xxx (Floor: 100 GPM, Wall: 70 GPM)
*8AVxxx (Floor: 88 GPM, Wall: 70 GPM)
*LP8AVxxx (Floor: 100 GPM, Wall: 70 GPM)
*RLP8AVxxx (Floor: 100 GPM, Wall: 70 GPM)

Suffixes:
XXX = 100 Clear
      101 White
      102 Black
      103 Light Gray
      104 Blue
      105 Dark Gray
      106 Bone
      107 Taupe
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      108 Tan
      109 Orange

      Designer Series:
      110 Green
      111 Plum
      112 Tahoe Blue
      (S=Speckled Marbled or Variegated)
      113-S-Black Marble
      114-S-Midnight Blue
      115-S-Turtle Bay
      116-S-Tropical Breeze
      117-S-Blue/White
      118-S-Jade
      119-S-Sedona Red
      120-S-Moonlight Gray
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