
AB 1020 Guide to Compliance   DRAFT  

This guideline provides an unofficial description and interpretation of AB1020 and does not replace or supersede the 
statutory requirements of the legislation.  This guideline was prepared by CDPH staff, has not been reviewed or 
approved by, and may not necessarily reflect the views of, the Department.    Revised 12/02/09

Constructed prior to 
January 1, 2010 

Constructed after 
January 1, 2010 

Must be retrofitted to meet 
ASME/ANSI A112.19.8 by 

July 1, 2010 

If retrofitted between Dec. 
19, 2007 and Jan 1, 2010 
and complies with VGB  

Submit form developed by 
CDPH by Sept. 30, 2010 to 

local agency 

File signed statement of the work 
completed with installer name 

and license number 

Copy of building permit 

Deemed in compliance – no 
further documentation 

required 

Document describing work 
& a copy of final work 
invoice certifying work 

YES NO

Must meet ASME/ANSI 
A112.19.8 upon completion  

Retrofit performed

YESNO

NOYES

Deemed in compliance – no 
further documentation 

required 

And if not split drain or not 
unblockable single main 

drain, then must also retrofit 
with at least one secondary 

safety device/system (Safety 
Vacuum Release System, 

Suction-Limiting Vent 
System, Gravity Drainage 
System, Automatic Pump 
Shut-Off System, and/or 

Equally Effective System) by 
July 1, 2010 

And must have 2 main 
drains per pump 

hydraulically balanced and 
symmetrically plumbed  

with one or more ‘T’ fittings 
that are separated by a 

distance of at least 
3 feet in any dimension 

between the drains. 
(exempt from further 

secondary safety 
device/system)   

Submit
form

developed 
by CDPH 
within 30 

days
of

completion 
of retrofit.

Submit
form

developed 
by CDPH 
within 30 

days
of completion 

of
construction.


